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(2) At the perimeter of the campus, 
the field strength of any emissions, in-
cluding those within the frequency 
band 525–1705 kHz, shall not exceed the 
general radiated emission in § 15.209. 

(3) The conducted limits specified in 
§ 15.207 apply to the radio frequency 
voltage on the public utility power 
lines outside of the campus. Due to the 
large number of radio frequency de-
vices which may be used on the cam-
pus, contributing to the conducted 
emissions, as an alternative to meas-
uring conducted emissions outside of 
the campus, it is acceptable to dem-
onstrate compliance with this provi-
sion by measuring each individual in-
tentional radiator employed in the sys-
tem at the point where it connects to 
the AC power lines. 

(c) A grant of equipment authoriza-
tion is not required for intentional ra-
diators operated under the provisions 
of this section. In lieu thereof, the in-
tentional radiator shall be verified for 
compliance with the regulations in ac-
cordance with subpart J of part 2 of 
this chapter. This data shall be kept on 
file at the location of the studio, office 
or control room associated with the 
transmitting equipment. In some cases, 
this may correspond to the location of 
the transmitting equipment. 

(d) For the band 535–1705 kHz, the fre-
quency of operation shall be chosen 
such that operation is not within the 
protected field strength contours of li-
censed AM stations. 

[56 FR 373, Jan. 4, 1991] 

§ 15.223 Operation in the band 1.705–10 
MHz. 

(a) The field strength of any emission 
within the band 1.705–10.0 MHz shall 
not exceed 100 microvolts/meter at a 
distance of 30 meters. However, if the 
bandwidth of the emission is less than 
10% of the center frequency, the field 
strength shall not exceed 15 microvolts/ 
meter or (the bandwidth of the device 
in kHz) divided by (the center fre-
quency of the device in MHz) 
microvolts/meter at a distance of 30 
meters, whichever is the higher level. 
For the purposes of this section, band-
width is determined at the points 6 dB 
down from the modulated carrier. The 
emission limits in this paragraph are 
based on measurement instrumenta-

tion employing an average detector. 
The provisions in § 15.35(b) for limiting 
peak emissions apply. 

(b) The field strength of emissions 
outside of the band 1.705–10.0 MHz shall 
not exceed the general radiated emis-
sion limits in § 15.209. 

§ 15.225 Operation within the band 
13.110–14.010 MHz. 

(a) The field strength of any emis-
sions within the band 13.553–13.567 MHz 
shall not exceed 15,848 microvolts/ 
meter at 30 meters. 

(b) Within the bands 13.410–13.553 MHz 
and 13.567–13.710 MHz, the field strength 
of any emissions shall not exceed 334 
microvolts/meter at 30 meters. 

(c) Within the bands 13.110–13.410 MHz 
and 13.710–14.010 MHz the field strength 
of any emissions shall not exceed 106 
microvolts/meter at 30 meters. 

(d) The field strength of any emis-
sions appearing outside of the 13.110– 
14.010 MHz band shall not exceed the 
general radiated emission limits in 
§ 15.209. 

(e) The frequency tolerance of the 
carrier signal shall be maintained 
within +/¥0.01% of the operating fre-
quency over a temperature variation of 
¥20 degrees to +50 degrees C at normal 
supply voltage, and for a variation in 
the primary supply voltage from 85% 
to 115% of the rated supply voltage at 
a temperature of 20 degrees C. For bat-
tery operated equipment, the equip-
ment tests shall be performed using a 
new battery. 

(f) In the case of radio frequency pow-
ered tags designed to operate with a de-
vice authorized under this section, the 
tag may be approved with the device or 
be considered as a separate device sub-
ject to its own authorization. Powered 
tags approved with a device under a 
single application shall be labeled with 
the same identification number as the 
device. 

[68 FR 68546, Dec. 9, 2003] 

§ 15.227 Operation within the band 
26.96–27.28 MHz. 

(a) The field strength of any emission 
within this band shall not exceed 10,000 
microvolts/meter at 3 meters. The 
emission limit in this paragraph is 
based on measurement instrumenta-
tion employing an average detector. 
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